
ADVA  Cast 530
Adjuvant réducteur d'eau de grande portée ASTM C494 de type A et F et
ASTM C1017 de type I  

Description du produit

ADVA  Cast 530 is a high efficiency polycarboxylate-based superplasticizer. ADVA  Cast 530 has been formulated to

impart extreme workability without segregation to concrete and to achieve high early compressive strength as required

by the precast industry. ADVA  Cast 530 is optimized for the production of Self-Consolidating Concrete (SCC) in

precast applications. ADVA  Cast 530 is formulated to comply with ASTM C494 as a Type A and F and ASTM C1017

Type I.

ADVA  Cast 530 is supplied as a ready-to-use brown liquid, one gallon weighs approximately 8.90 lbs (one liter weighs

approximately 1.07 kg). ADVA  Cast 530 contains no intentionally added chlorides.
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Nous espérons que les renseignements ci-dessus s’avéreront utiles. Ces renseignements sont basés sur des données et des connaissances jugées véridiques et exactes. Ils sont soumis pour considération, étude et vérification, mais nous ne garantissons aucunement les

résultats obtenus. Lire toutes les déclarations, recommandations, suggestions et conditions de vente relatives aux produits que nous fournissons. Aucune déclaration, recommandation ou suggestion ne doit être interprétée comme une incitation à commettre une

contrefaçon de brevet quelconque.

ADVA, DCI, Eclipse, V-MAR, Darex and Daracem are trademarks, which may be registered in the United States and/or other countries, of GCP Applied Technologies, Inc. This trademark list has been compiled using available published information as of the publication

date and may not accurately reflect current trademark ownership or status.
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This document is only current as of the last updated date stated below and is valid only for use in the Canada. It is important that you always refer to the currently available information at the URL below to provide the most current product information at the time of

use. Additional literature such as Contractor Manuals, Technical Bulletins, Detail Drawings and detailing recommendations and other relevant documents are also available on www.gcpat.com. Information found on other websites must not be relied upon, as they may

not be up-to-date or applicable to the conditions in your location and we do not accept any responsibility for their content. If there are any conflicts or if you need more information, please contact GCP Customer Service.
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