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COMPATIBLE SEALANT
TERMINATION

GRACE VYCOR FLASHING

GRACE VYCORNER™ OR

CORNER PATCH RECOMMENDED
(SEE VCRDET-507 OR VCRDET-504 FOR OPTIONS)
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GRACE VYCOR FLASHING

GRACE VYCOR FLASHING  GRACE VYCOR FLASHING

NOTES:
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DO NOT FLASH

DATA SHEETS

RIPCORD® CAN BE REMOVED FROM GRACE VYCOR FLASHING FOR EASE OF INSTALLATION
INSTALL GRACE VYCOR FLASHING IN ORDER AS SHOWN BY NUMBERS

,
d

OVER BOTTOM NAILING FLANGE

VISIT GRACECONSTRUCTION.COM FOR THE MOST CURRENT DETAILS, INSTALLATION VIDEO AND PRODUCT

DETAIL RELEVANT FOR ALL GRACE VYCOR FLASHINGS

INSTALL GRACE VYCOR enV-S VERTICALLY OR HORIZONTALLY TO FORM WATER SHEDDING LAPS
INSTALL GRACE S100 OR COMPATIBLE SEALANT TO TOP LEADING EDGE OF HEAD FLASHING AND ALL NON

WATER SHEDDING EDGES

VYCOR® enV-S™
GRACE S100 SEALANT

OR COMPATIBLE
SEALANT TERMINATION

SILL PLATE

(SEE VCRDET-
106 FOR OPTIONS)

GRACE

VYCOR®
FLASHING

GRAC

Construction Products
www.graceconstruction.com

toll free 866-333-3726

FLANGED WINDOW
FLASHING INSTALLATION AFTER VYCOR® enV-S™

GRACE VYCOR® SELF-ADHERED FLASHING

Drawing: VCRENVS-100

Scale: Not to scale
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Supersedes: NEW




