\

\

N|

Lk S
N4

Lr
!
|

[ANAANAAAANANNANNAN

\

\

1L 1/2in, 15 mm MIN.

T/

AL

A

L|I

JAWAWAWAVAVWAVAWAW/ WAWAW WAN

PREPRUFE® SCS MEMBRANE

INJECTION PORT ASSEMBLY
(CENTERED 6 in, 150 mm ABOVE TIEBACK
COVER)

SHOTCRETE WALL

PREPRUFE TAPE

PREPRUFE DETAIL TAPE

PREPRUFE TIE-BACK COVER
(MECHANICALLY FASTEN AT CORNERS
OR AS NEEDED)

TIE-BACK

PREPRUFE TIE-BACK BASE
(MECHANICALLY FASTENED TO SUBSTRATE)

MECHANICAL FASTENER
SOIL RETENTION SYSTEM
STEEL SOLDIER PILE

HYDRODUCT® DRAINAGE
COMPOSITE (SEE NOTE)

NOTE: IF HYDRODUCT IS USED AS PART OF THE DRAINAGE SYSTEM, 6 MIL, 1.5 mm POLY IS
REQUIRED BETWEEN THE HYDRODUCT AND THE PREPRUFE SCS MEMBRANE
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PREPRUFE® scs

DRAWING: SCS 003

SCALE: Not to scale

EFFECTIVE DATE: 08/1/2016

WATERPROOFING SYSTEM FOR SHOTCRETE PO




