-=-——— PREPRUFE
[ | —T——
SOLDIER PILE 300 MEMBRANE
or PREPRUFE
TAPE A
CUSTOM .
METAL BOX
>_ PREPRUFE !
FLANGE -t TAPE I
(MIN. 2") A PREPRUFE |
™S DETAIL TAPE
PREPRUFE 300 A |
MEMBRANE ~| |7~ PREPRUFE |
(TYP. 3 ft X 3 ft. 1 TAPE L oA
1mX 1m) B }.— PREPRUFE N
SOIL —————— | DETAIL TAPE
ot nepAcK el
SYSTEM Q
®
omooer e PR
DRAINAGE L1
COMPOSITE Y
(SEE NOTE D) N el NOTES:  A) SECURE TIEBACK COVER WITH APPROVED FASTENERS
B) LOCATE INJECTION PORT ASSEMBLIES (NOT SHOWN) AS PER
SECTION A-A GCP STANDARD PORT LAYOUT
WITH WATERPROOFING C) LOCATE DEDICATED INJECTION PORT CENTERED 6 in. ABOVE

CUSTOM TIEBACK BOX

D) IF HYDRODUCT® IS USED AS PART OF THE ACTIVE DRAINAGE
SYSTEM, 6 MIL, 1.5 mm POLY IS REQUIRED BETWEEN THE
HYDRODUCT AND THE PREPRUFE SCS MEMBRANE

DRAWING: SCS 021

CUSTOM TIEBACK BOX COVER

SCALE: Not to scale
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